VESNA STARTER PLUS - gatterie d'avviamento “flooded '"| tecnologia CafCa | Car batteries

CCA EN DIMENSIONI FPESO PCSX ;
LAYOUT REMARKS
A MM K

VP 54118 FE401 MF 54 L1B 510 207X175X17E B13 DX (0} 12.3 80 SMF, ME, H

VP 55-11 55510 MF 55 L1 K0 207X175X180 B13 DX (0} 13,4 a0 SME ME. H

WP 82-L2B 58240 MF ga L2B 600 242X175X17TE B13 O (0 14,8 5T SMF ME. H

VP 86-12 55648 MF i L2 G40 242X175x180 B13 O (0) 15,0 57 SMFE ME, H
VP T5-L3B 57510 MF D L3B 720 27BX1THX1TH B13 X (D) 45 | 48 SMF ME, H, HD
VP 7513 57548 MF Th L3 780 27BX17HX180 B13 O (D) 17.8 48 SMF, ME. H, HD
VP B5-L4B 5E514 MF 85 L4B BOO 315X175X175 B13 O (0 18.0 38 SMF ME, H HD
VP 100-LE5B 60032 MF 100 L5B B00 353X175X175 B13 O (D) 222 38 SMF ME, H HD
VP 100-L5 60044 MF 100 L5 B20 353X175x100 B13 DO (0} 224 38 5MF ME, H HD



